
Introducing the PIXMA E3370, Canon’s all new compact and wireless  
All-In-One for low-cost printing. The Ink Efficient E3370 is designed to provide 
an affordable wireless printing experience. Get more out of Canon’s high-yield 
ink cartridges and enjoy incredibly low-cost per page on every refill.

Available in Black and Red

Compact Wireless All-In-One  
with LCD Screen for Low-Cost Printing

Direct wireless 
connection to 
smartphone

Mobile & Cloud 
Printing

Supports borderless photo 
printing for 4R and  

Square (5x5”) media

4R

5x5”

1/5” segment LCD 
for easy operation

Up to

400
B/W PAGES

Up to

180
COLOUR 
PAGES

HIGH PAGE YIELD



SOUTH & SOUTHEAST ASIAREGIONAL HEADQUARTERS

CANON SINGAPORE PTE. LTD.
1 Fusionopolis Place, #15-10 Galaxis, Singapore 138522  I  Tel: 65-6799-8888  I  Fax: 65-6799-8882 I  https://asia.canon  www.facebook.com/CanonPIXMA

HONG KONG
Canon Hong Kong Co. Ltd.
Tel:  852-3191 2333
Fax:  852-2428 3963
https://hk.canon
https://store.canon.com.hk

INDIA
Canon India Pvt. Ltd.
Tel:  91-124-4160 000
Fax:  91-124-4160 011
https://in.canon

MALAYSIA
Canon Marketing (Malaysia) Sdn. Bhd.
Local Customer Care Hotline: 1-800-88-2000
Fax:  603-5567 9441
Overseas Hotline: 603-2267 7374
https://my.canon

PHILIPPINES
Canon Marketing (Philippines), Inc.
Customer Care Hotline: 63-2-884 9000
Provincial Hotline: 1-800-10-884 9000
https://ph.canon

CANON OFFICES

SINGAPORE
Canon Singapore Pte. Ltd.
Tel: 65-6799 8888
Fax:  65-6799 8882
https://sg.canon
https://shop.canon.com.sg

TAIWAN
Canon Marketing (Taiwan) Co., Ltd.
Customer Care Hotline: 0809-022 888
Fax:  886-2-6632 6700
https://tw.canon
https://store.canon.com.tw

THAILAND
Canon Marketing (Thailand) Co., Ltd.
Tel:  66-2-3449 988
Fax:  66-2-3449 961
https://th.canon

VIETNAM
Canon Marketing Vietnam Co., Ltd.
Ho Chi Minh City
Office & Showroom
Tel:  28-3820 0466
Fax:  28-3820 0477
https://vn.canon

CANON BUSINESS PARTNERS

BANGLADESH
J.A.N. Associates
Tel: 880-2-9660 601 / 8611 444  
  880-2-9122 847
Fax:  880-2-8610 410

BRUNEI
Interhouse Company
Tel:  673-2653 001
Fax: 673-2653 003

CAMBODIA
i-Qlick Marketing Co., Ltd.
Tel:  885-23-996 638
Fax:  885-23-996 639

INDONESIA
P.T. Datascrip
Customer Care Hotline: 62-21-2922 6000
Tel:  62-21-6544 515
Fax:  62-21-6544 811-13
https://store.datascrip.id

MALDIVES
SIMDI Office Automation
Tel: 960-333 4421
Fax:  960-333 4424
www.simdi.com

MONGOLIA
IT Zone LLC
Tel:  976-11-32 3705
Fax:  976-11-31 2699
www.itzone.mn
www.itzonestore.mn

MYANMAR
Myanmar Golden Rock International Co., Ltd
Tel:  95-1-654810 to 19
Fax:  95-1-654820

NEPAL
International Electronics Concern (P) Ltd.
Tel:  977-1-4421 991
Fax:  977-1-4421 909
www.iec.com.np

PAKISTAN
Megaplus
Tel:  92-51-2111 526 to 8
Fax:  92-51-2111 530

Shirazi Trading Co. (Pvt.) Ltd.
Tel:  92-21-3242 4075
        92-21-3241 4998
Fax:  92-21-3241 7747

SRI LANKA
Metropolitan Computers (Pvt.) Ltd.
Tel:  94-11-2437 797
Fax:  94-11-2448 980

Specifications are subject to change without notice.

*1 Ink droplets can be placed with a pitch  of 1/4800 inch at minimum.    
*2 Document print speeds are the averages of ESAT (Word, Excel, PDF) in Office Category Test for the default simplex mode, ISO/IEC 24734. 

Photo print speed is based on the default setting using ISO/JIS-SCID N2 on Photo Paper Plus Glossy II and does not take into account data processing time on host computer. 
Print speed may vary depending on system configuration, interface, software, document complexity, print mode, page coverage, type of paper used etc.    

*3 Paper types NOT supported for borderless printing are as follows: Envelope, High Resolution Paper, T-Shirt Transfer, Photo Stickers.    
*4 TWAIN driver (ScanGear) is based on the TWAIN specification V1.9 and requires the Data Source Manager comes with the operating system.    
*5 Optical resolution is a measure of maximum hardware sampling resolution, based on ISO 14473 standard.    
*6 Copy speeds are the average of sFCOT and sESAT, ISO/IEC 29183. 

Copy speeds (ADF) are ESAT of copy in sequence, ISO/IEC24735. 
Copy speed may vary depending on document complexity, copy mode, page coverage, type of paper used etc. and does not take into account warm-up time.    

*7 Operation can only be guaranteed on a PC with pre-installed Windows 7 or later.     
*8 Declared yield value in accordance with ISO/IEC 24711 (for A4) using ISO/IEC 24712 test file, and ISO/IEC 29102 and (for 4x6”) using ISO/IEC 29103 test file. Values obtained by continuous printing. 
*9 Estimated supplemental yield.    

SPECIFICATIONS: E3370
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Maximum Printing Resolution*1 4800 x 1200 dpi

Number of Ink Cartridges 2

Print Speed*2  

(approx.)
Document: B&W / Colour ESAT / Simplex 7.7 ipm / 4.0 ipm

Photo (4 x 6”) PP-201 / Borderless 65 sec

Borderless Printing*3 4 x 6”, 5 x 7”, Square (5 x 5”)

Standard Plain Paper Input (Sheets) A4 / A5 / B5 / Letter = 60
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*4 Scanner Type / Scanning Method Flatbed / CIS (Contact Image Sensor)

Optical Resolution*5 600 x 1200 dpi
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Maximum Document Size A4 / Letter (216 x 297 mm)

Copy Speed*6  

(approx.) 
Colour Document

sFCOT / Simplex 27 sec

sESAT / Simplex 3.0 ipm

Multiple Copy Black / Colour 1 - 20 pages
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Windows Please visit https://asia.canon to confirm OS compatibility and 
to download the latest driver

Windows 10 / 8.1 / 7 SP1*7

Macintosh OS X 10.11.6, macOS 10.12 ~ 10.14

Operational Panel Display 1.5” Segment LCD

Interface Wireless LAN  IEEE802.11n/IEEE802.11g/IEEE802.11b, USB 2.0 Hi-Speed

Mobile Printing Applications Creative Park, Canon PRINT Inkjet/SELPHY, Easy-PhotoPrint Editor, Message in Print

Other Connectivity Features
Mopria® Certified, Canon Print Service, AirPrint™, Google Cloud Print, PIXMA Cloud Link, 
Wireless PictBridge, Wireless Direct

Recommended Monthly Print Volume 50 - 200 pages

Power Consumption (approx.) 11 W (1.7 W Standby)

Dimensions (W x D X H) (approx.) 435 x 316 x 145 mm

Weight (approx.) 3.9 kg
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Plain Paper (A4 pages)
(ISO/IEC 24712 test file)*8

PG-47: 400
CL-57S: 180

Optional:
CL-57: 300

Photo Paper (PP-201, 4 x 6")
(ISO/IEC 29103 test file)*8

PG-47: 3520*9

CL-57S: 55

Optional:
CL-57: 90


