
Compact, Long-life 
and Brilliant Projection

The new LV-WU360, LV-WX370, and LV-X350 projectors exceed all expectations when it comes 
to powerful, long-lasting projection in a small footprint. With the latest integrated LCD panels 
coupled with a long-life lamp, impress your audience with the most lifelike projection that lasts 
up to 20,000* hours. These lightweight and compact projectors are perfect for medium-sized 

conference room, classroom, and in-store application.

20,000* hours
Long-life

Resolution 
(WUXGA, WXGA, XGA)

Lightweight and 
Compact

Four-point 
Keystone Correction

LCD
(Colourful Bright Projection) 

Superior Colour Reproduction

Integrated LCD panels produce
vibrant and accurate projection 
at high brightness and white 
balance for true-to-life colour.

Long-lasting Light Source

Up to 20,000* hours lamp 
life reduces maintenance 
requirements and cost for 
replacement of lamp. 



SPECIFICATIONS

*Eco mode: 20,000 hours (Eco value is based on estimated calculation and is not guaranteed as specification)

This document is for information only and the contents are subject to change without notice. Errors and omissions excepted. Images are simulated. Weight and dimensions are 
approximates. Nothing in this document should be construed as warranty. Insist on an original warranty from your sales companies. Product/ Service options, name and availabil-
ity may vary by region. We expressly disclaim any liability or contractual obligations with respect to this document. Canon, among others are trademarks of Canon Inc. and/or its 
affiliates. Other names, marks and logos contained in this document may be registered trademarks or trademarks of their respective owners.

Model LV-WU360 LV-WX370 LV-X350
Display system Transmission type liquid panel (LCD) x3

Optical system Projection method using liquid crystal shutters including three primary colours

Display 
element

Aspect ratio 0.64 /16:10 0.59 /16:10 0.63 /4:3

Effective pixels
2,304,000 
(1920x1200) 
x3

1,024,000
(1280x800)
x3

786,432
(1024x768)
x3

Projection lens

Zoom x1.2 (Manual)

Focus Manual

Focal length F=19.2 to 23.0 mm

F value F:1.6 to 1.76

Light source Super high mercury lamp 225W/150W (Lamp mode: Normal/Eco)

Screen size and projection distance 
coverage

30-300 inch 
Projection distance 
coverage: 0.87 - 10.74m

30-300 inch 
Projection distance 
coverage: 0.94 - 11.60m

30-300 inch 
Projection distance 
coverage: 0.89 - 10.94m

Number of colours 1.073 billion

Optical output 3600 lm 3700 lm 3500 lm

Contrast ratio 15000:1

Ambient illumination ratio 80%

Built-in speaker 10W (mono), x1

Display 
resolution

Computer input signal
Maximum input resolution 
1920x1200 dots

Maximum input resolution 
1920x1200 dots (Resizing)
Panel resolution 1280x800

Maximum input resolution 
1920x1200 dots (Resizing)
Panel resolution 1024x768

Video signal input NTSC, NTSC4.43, PAL, SECAM, PAL-M, PAL-N

Video input 
signal terminals

Mini D-sub15 pin
Analog PC input (WUXGA/FHD/UXGA/WSXGA+/SXGA+/SXGA/WXGA+/WXGA/XGA/SVGA/VGA/Mac16”)
Video component input (1080p/1080i/720p/576p/576i/480p/480i)

HDMI x2
Digital PC input (WUXGA/FHD/UXGA/WSXGA+/SXGA+/SXGA/WXGA+/WXGA/XGA/SVGA/VGA/Mac16”) 
Digital video input (1080p/1080i/720p/576p/576i/480p/480i)

RCA Video input

RJ-45 Network connection (100 Base-TX (100Mbps)/10 Base-T (10Mbps), Network display)

USB-B USB connection (USB display, service port)

USB-A USB connection (Memory viewer)

Other I/O terminals
D-sub 9 (RS-232 connection), D-sub 15 pin (Analog video output), Mini jack (Audio input), Mini jack (Audio output), 
2RCA (Audio input)

Noise (Normal/Eco) 37dB / 30dB

Rated power supply voltage AC100-240 V, 50/60 Hz

Maximum power consumption (Normal/Eco) 320W/224W 310W/217W

Dimensions
Overall length W 345 mm × H 99 mm × D 261 mm

Excluding protrusions W 345 mm × H 94 mm × D 261 mm

Weight 3.3kg 3.2kg

Accessories included
Remote controller, AAA batteries x2, power cord
Computer cables, critical notice, simple instructions

Bundled Items and Replacement Parts

Major items

Remote controller LV-RC12 Optional accessories Remote controller LV-RC12

Power cord
Replacement parts

Replacement lamp unit LV-LP43

Computer cable (mini D-sub 15) Replacement air filters LV-FL01
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